Deane Systems LLC

Parts Feeders and Assembly Automation

The following pages contain pictures of the fasteners customers have fed and drive n through our assembly
machines. Under each fastener is the j ob number we gave that project and a brief description , size and or

part number. If you have any questions pertaining to a certain fastener(s) please feel free to contact me at
the information listed below.

Sincerely, Nate Ginther

Contact Information

Deane Systems LLC
402 Huron / PO Box 960
Grayling, Mi. 49738
Ph§989-348-1217 x 14
Fax 0989-348-3087

E-mail dnginther@deanesystems.com



mailto:nginther@deanesystems.com













| JOB - 11036 JOB-11037
SIZE - .625 DIA x 1.308 LG SIZE - 1.047 DIA X .669 LG
FUEL PLUNGERS “C” POLES

SIZE - 20MM DIA x 19.25MM LG
CONN-ROD BUSHING

JOB - 11067
SIZE - U CLIPS



























JOB - 11045
SIZE - 10MM DIA x 9MM LG HINGE RIVET

¥

JOB - 11041 & 11076
SIZE - .095 DIA x 9” HINGE PINS

JOB - 11061
SIZE - .492 DIA x 3” LG HINGE PINS
407 DIA x 1.59” LG HINGE PINS













JOB - 11028 JOB 11048
SIZE - M6 x 50MM HEX FLANGE BOLT SIZE - M8 x 47MM CON-

SIZE - M8 x 52MM CON-ROD BOLT

SIZE - M6 x 18MM WELD BOLT




Job 10448
Size — 16mm Flange M6 x 14.75
& %-10 x 11.25mm Dbl End Stud

*

Job 10520

Size — 45.7mm Stud

-

Job 10534
Size — M6 Double End
Stud

~

Job 10564
Size — M6 x 14.47mm Stud

b,
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o059
Size — 45mm Lg Drive Stud

-

Job 10522
Size — M8 Double End
Stud

Job 10540
Size — M14 x 53mm Pan Head
Wheel Stud

Job 10566
Size ~ M6 x 32mm Double End



Job 10610 Job 10614

Size -~ M12 x 3 2 Round Head Size - M8 x 55.9mm Double End
Stud Stud
Job 10616 Job 10617
Size — M14 x 74mm Wheel Stud Size — M14 x 59mm Wheel Stud

Job 10626 Job 10642-A
Size — M6 x 19mm Square Head Size — 9/16-18 x 55mm/ M14 x 70.25mm
Stud M14 x 78mm Wheel Studs
Job 10651 - 10652 Job 10673 - A

e — Crankshaft Stud Size — M14 x 58mm Wheel Stud

Job 10673 - B Job 10698
Size -~ M12 x 51mm Wheel Stud Size — M6 x 15.9mm / M7 x 11.2mm

Double End Stud





































